
GENERAL INFORMATION

FRONT WHEEL/SUSPENSION/STEERING SPECIFICATIONS
Unit: m m (i n)

ITEM STANDARD SERVICE LIMIT

Minimum tire tread depth - 1.5 (0.06)

Cold t ire pr es- I Up to 90 kg (200 Ibs) load 250 kPa (2.50 kgl /cm'. 36 psi)
sure I Up to max imum we ight capacity 250 kPa (2.50 kqf/c m", 36 psi) -
Axle runo ut - 0.2 10.008)
Whe el rim I Radial - 2.0 (0.08)
runout I Axial 2.0 (0.08)

Wheel balance weight - 60 9 (2.10l)
max .

Fork Spri ng Iree length 218.2 (8.59) 213.8 (8.42)

Fork pipe runout 0.20 (0.008)

Recommended fork fluid Pro Honda Suspension Fluid, 55·5 5 or -
equivalent

Flui d level 90 (3.5) -
Fluid capacity 466 ± 2.5 cm' (15.8 ± 0.08 US oz, 16.4 ± -

0.09 Im p oz)

Pre-load adjuste r initia l setting 7 turns from minim um -
Rebound adjuster initial setting 2 turns out from full hard
Comp ression adjuster initial 2 turns out from full hard -
sett ing

Steering head bearing pre-load 12 - 19 N (1.2 - 1.9 kgf) -

REAR WHEEL/SUSPENSION SPECIFICATIONS
U nit : mm (i n )

ItEM STANDARD SERVICE LIMIT
M inimum tire tread dept h 2.0 (0.08)

Cold t ire I Up to 90 kg (200 tbs} loa d 290 kPa (2.90 kqf/crrr' , 42 psi) -
pressure I Up to maximum weight capacity 290 kPa (2.90 kgl /cm . 42 psi )

Axle runout 0.2 (0.01)

Wheel Radial - 2.0 (0.08)
rim Axial 2.0 (0.08)
runo ut

Wheel balance we ight 60 9
(2 .1 oz) max.

Drive Sizellink I DID DID50VM 2-114YB
chain I RK RK50GFOZl -114LJFZ -

Slack 25 35 (1 1-3/8)
Shock Spr ing pre-load adjuster standard posi- Position 4
absorber tion

Rebound damping adjuster init ial set- 2 - 1/2 tu rns out from full hard
ting

Compression dampi ng adjuster initial 9 clicks out from full hard
setting
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