
GENERAL INFORMATION

EVAPORATIVE EMISSION CONTROL SYSTEM (CALIFORNIA TYPE ONLY)
This model complies w ith CARB evaporat ive emission requi rem ents. Fuel va po r from the fuel tan k is routed into th e
evaporat ive emiss ion (EVAP) caniste r where is it absorbed and sto red w hile the engi ne is stopped . When th e eng ine is
runni ng and t he eva porati ve emiss io n (EVA P) pu rge control so lenoid va lve is open, fuel vapo r in the EVAP canister is
d rawn into th e eng ine through the th ro ttle body .
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NOISE EMISSION CONTROL SYSTEM
TAMPERING WIT H THE NOISE CONTROL SYSTEM IS PROHIBITED: U.S. Federal Law proh ibits or Canad ian Provincial Law
may pr ohibit th e follow ing acts or the caus ing there of: (1) The rem oval o r rend eri ng inoperative by any person. ot her than
for purposes of mainte nance, repai r o r replacement, of any device o r ele ment of des ign in co rporated into any new ve hicle
fo r th e purpose of noise control prior to its sa le o r deli very to th e ultimate purchaser or whi le it is in use; (2) t he use of the
ve hicle after suc h device or elem ent of des ign has been rem oved or rendered inoperati ve by any pe rson.

AMONG THOSE ACTS PRESUMED TO CONSTITUTE TAMPERING ARE THE ACTS LISTED BELOW:
1. Rem ova l of, o r puncturing of the muffler, baffles,header pipes or any othe r component which co nducts ex haust gases.
2. Rem oval of, o r puncturing of any pa rt of the intake system .
3. Lack of prop er maintenance.
4. Repl acin g any moving parts of the v ehicle, o r parts of the ex haus t o r intake syste m, w ith parts other then th ose speci 

t ied by the manufacturer.
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