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Connection: B11 !+) - A31 H

Is the voltage more than 0.7 V (20 "G/68 OF)?

YES - . Intermittent failure
• Loose or poor co ntact on th e ECMconnectors L --'

MIL 19 BLINKS (CKP SENSOR)
• Before starting th e inspect ion , check fo r loose or

poor con tact on the CKP sensor connector and
recheck th e MIL bl inki ng .

'l . CKP Sensor Peak Voltage In spection at ECM

Turn the igni t io n switch OFF.

Connect the ECM test harness to the ECM con
nectors (page 6-11).

Tu rn the ign it ion switc h ON and eng ine stop
switch " () ".
Crank the engine w ith th e starter motor, and
measure the CKP sensor peak voltage at th e test
harn ess te rm inals.

NO - GO TO STEP 2.

2. CKP Sensor Peak Voltage In spection

Turn th e ig nitio n switch OFF.
Discon nect t he CKP sensor 2P (Red) con nector.

Turn the ignit ion switch ON and engine stop
switch " () ".
Crank the eng ine with the starter motor, and
measure the CKP senso r pea k vo ltage at t he CKP
sen sor 2P (Red) connector.

Connection : Yellow !+l - White/black H

Is the vo ltage more t han 0.7 ~ (20 °C/ 68 OF)?

YES - Op en or short circuit in the Yellow,
White /black w ire

NO - Faul ty CKP senso r
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