
Install the left front engine hanger bolt and middle
engine hanger bolt.

Turn the uppe r and lower engine hanger adjusting
bolt by turni ng the hange r bolt until the adjusting
bolt is seated on the engine .

Tighten the rear lower engine hanger adjusting bolt
to the specified torque by turning the hanger bolt.

TORQUE: 15 Nrn (1.5 kqf-rn, 11 fbl·lt)

ENGINE REMOVAL/INSTALLATION

REAR LOWER ENGINE HANGER BOLT

TORQUE : 15 Nm (1.5 kqf-m , 11 lbf-tt)

07VMA-MBB0100 or
07VMA-MBB0101

54 Nm (5.5 kgl ·m, 40 Ibl·lt)

49 Nm (5.0 kqf-m, 39 Ibl·lt)

Tighten the rear uppe r engine hanger adjusting bolt ... ~ ~~ __ ~ __ ~ __ ~ ~ ~

to the specif ied torq ue by turn ing the hange r bolt .

Install the rear lower engine hanger adjusting bolt
lock nut.

Hold th e adj usti ng bolt by hold ing the hanger bo lt
and tighten the lock nut to the specified torqu e.

TOOL :

Lock nut wrench, 20 mm

TORQUE :

Actual:

Indicated:
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