
ENGINE REMOVAL/INSTALLATION

Install and t igh ten th e right side front engi ne hanger
bo lt to th e specifi ed torque.

TORQUE : 64 N·m (6.5 kqf-m. 47 Ibf.lt)

Install and t ighten the righ t side m iddle engine
hanger bolt to the specified torq ue.

TORQUE: 64 Nm (6.5 kqf-rn, 47 Ibf.tt)

Install the drive sprocket w ith the ma rks fac ing ou t .

Install the w ashe r and special bolt, tighten the spe
ciaI bolt to th e specifie d torque.

TORQUE : 54 N 'm (5.5 kqf-m, 40 Ibf·ft)

Install the d rive sprocket cover and cl utch slave cyl 
in der (page 12-11).

Insta ll the gea rshi ft peda l assem bly onto t he f rame,
then install th e wa sher and p ivot bo lt .
Tighten t he pivot bolt to the specifie d to rque.

TORQUE : 26 Nm (2.7 kqf-m, 20 Ibf·ft)

Install the gearshift pedal link to the gearshift spi n- ,...~~ ~ ~~.
die w hile aligning its slit wit h the punch mark on the
gearshift sp indle.
Install and t ig hten t he pin ch bolt to the specified
torque.

TORQUE : 9.8 Nvm (1.0 kqf-m, 7lbf·ftJ
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