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TROUBLESHOOTING

Cutte r holder
07JM H-KY20200

or eq ui valent comme rcially avail 
able in U.S.A.

CYLINDER HEADIVALVES

• Engin e to p-end problems usually affect engine performance. These pr ob lem can be di agnosed by a co m pression test or
by t raci ng eng ine noises to the top-end with a sou nding rod steth oscope.

• If the perfo rma nce is poor at low speeds, check for w hi te smoke in the crankcase br eath er hose. If the hose is smoky,
check fo r a seized pi ston ri ng (page 13-16).

Compr essi on t oo low, hard sta rting or poo r performance at low speed
• Valves:

- Incorrect va lve ad justment
- Burned or be nt va lve
- Incorrect valve t im ing
- Bro ken v alve sp ring
- Un even v alve seat in g

• Cyl inder head:
- Leaking or da maged head gasket
- Wa rped or cracked cylinder head

• Worn cylinder, piston or piston rings (page 13-16)

Compression t oo hi gh , overheating or knocking
• Excessive carbon build-up on pi ston crown or on com bustion chamber

Excessive smoke
• Cyli nder head :

- Worn valve st em or va lve guide
- Damaged ste m seal

• Wo rn cyli nde r, piston o r piston ri ngs (page 13-16 )

Excessive noise
• Cyli nde r head:

- Inco rrect va lv e adjustment
- St icking valve or broken valve spring
- Dam aged or wo rn cams haft
- Loose or wo rn cam chain
- Worn or damaged cam chai n
- Worn o r da maged cam chain tensioner
- Worn cam sproc ket teet h

• Worn cy linder, piston or pisto n rings (page 13-16)

Rough id le
• Low cyl inder compression
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