
CRANKCASE/CRANKSHAFT/BALANCER/PISTON/CYLINDER

Le tters (A, 8 or C! BEARING SELECTION
on the left side of Record the crankcase bearing support I.D. code let 

upper crankcase te rs f rom the pad on the left side of the upper crank
are the codes for case as shown.
the bearing sup-

port 1.0.$ from tett

to right.

Num bers (I , 2 or 3) Record the corresponding main jou rnal 0.0. code
on the crank weight nu mbers fro m th e crank weig ht.

are the codes for

the main journal

0.0.5 from left to

right.

Cross reference the ma in jou rna l and beari ng sup 
port co des to det ermin e the replacement bearing
colo r code.

M AIN JOURNAL BEARING SELECTION TABLE:

BEARING SUPPORT I.D.CODE

A B C

37.000 - 37.006 m m 37.006 - 37.012 mm 37.012 -37.018 mm
(1.4567 - 1.4569 in) (1.4569 - 1.4572 in) (1.4572 - 1.4574 in )

MAIN JOURN AL
1

34 .000 - 34.006 mm
Red Pink Yellow0 .0. CODE (1.3386 - 1.3388 in)

2
33.994 - 34.000 mm

Pink Yell ow Green
(1.3383 - 1.3386 in )

3
33.988 - 33.994 m m

Yellow Gr een Brown
(1.3381 - 1.3383 in )

BEARING THICKNESS:

Brown: Thickest

Green:

Yellow:

Pin k:

Red: Thinnest

NOTICE
After select ing new bearings, rech eck the clearance
with a p lastigauge. Incorre ct cl earance can cause
severe eng ine damage.

IDENTIFICATION COLOR
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