
CRANKCASE/CRANKSHAFT/BALANCER/PISTON/CYLINDER

Check the balance r weight and gea r for wear or

damage.

Check the damper rubbers for fat igue or damage,
replace if necessary.

BALANCER BEARING SELECTION

BALANCER GEAR DAM PER RUBBERS

The balancer The balancer weight has two I.D . code letters as
we ight and needle shown .

bea rings are select The marking identify each 1.0. of the balancer
fitted. w eight as show n.

I.D.CODE LEITERS

GEAR SIDE I.D. WEIGHT SIDE I.D.

Reference the ba lancer weight 1. 0 . code letters to
determ ine the replacement bearing color.

Refer to the selection table below for bea ring selec

t ion .

BALANCER BEARING SELECTION TABLE:

GEAR
SIDE I D

I.D. CODE
.. LEITERS

f ~ ~~ \ /i WEIGHT

' ~ / SIDE I.D.

13-30

BA LANCER W EIGHT I.D. CODE
A B C

27.000 - 27.004 mm 26.991 - 26.996 mm 26.987 - 26.991 mm
(1.0630 - 1.0631 in ) (1.0626 - 1.0628 in) (1.0624 - 1.0626 in )

BALANCER
I

17.990 17.996 mm
Blue White Gre en

SHA FT (0.7083 - 0.7085 in )
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