
IGNITION SYSTEM

Avoid touching the Turn the ig nit ion switch ON and eng ine stop switch

spark plugs and "n ".
tes ter pro bes to Check fo r init ial voltage at t his time.
prevent electric Battery voltage sho uld be present .

shock. If the in itial voltage cannot be measu red , check the
po w er supp ly ci rcu it (refer to the t ro ub les hooting,
page 18·4).

Shift t he transm ission into neutral.
Cran k the engi ne w it h th e sta rte r moto r and read t he
ig niti on coil pr ima ry pea k vo ltage .

PEAK VOLTAGE: 100 V minimum

If t he pea k vo ltage is abnormal, check fo r an open
circ uit o r poor con nection in Blue/b lack , Yel lo w!
wh it e, Red/blue and Red/ye llow w ires.
If not defects are fo und in the harness, refer to t he
troubleshooting chart (page 18·4 ).

CKP (CRANKSHAFT POSITION)
SENSOR PEAK VOLTAGE

• Check al l syste m co nnections befo re in spe ct ion.
If the system is disconnected, incorrect peak v o lt
age might be measur ed .

• Check cyl inder compress ion and check t hat t he
spark plugs are ins talled correct ly .

Remove t he ri ght m iddle cowl (page 3-7).

Discon nect th e ECM 32P (Lig ht gray) con nector
fro m th e ECM.

Connect the peak voltage tes ter or adaptor pro bes
to t he con nector terminal of t he w ire harness side
and bod y ground.

TOOLS:

IgnitionMate peak voltage tester MTP0 7-0286

(U.S.A . only) or

Peak voltage adaptor 07HGJ·0020100

(not avail able in
U.S.A.)

with commercially available d igital mu ltimeter
(impedance 10 Mn/DCV minimum)

CONNECTION:

Yellow terminal (+) - body ground H

Cran k th e eng ine with t he starter moto r and read t he
peak vol tage.

PEAK VOLTAGE: 0.7 V minimum

If t he peak vo ltage measured at ECM co nnector is
ab no rma l, measu re t he peak vo ltage at the CKP sen
sor connector.
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ECM

32P (LIGHT GRAY) CON NECTOR

PEAK VOLTAGE ADAPTOR

32P (LIGHT GRAY) CONNECTOR
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